	To  : All
	Doc. No.
	SEC0607-27-3

	C.C. : 
	Country 
	STA,SEUK,SEI,LSP

	From: 
	Tel: Fax: 
E-mail:  

	Subject : SMT-R2000 S/W Release


S/W Compatibility Table :

	MODEL
	MCP2-L/M
	SCP2/LCP2
	SMT-R2000 

upgrade.tar
	SMT-R2000 

RFS
	Kernel
	RedBoot

	VERSION
	
	
	2.00.00
	2.00.00
	1.1
	V0.7

	DATE
	
	
	06.7.26
	06.7.26
	06.7.18
	06.3.31


Overview : 
	V2.00.00 (’06.7.26)
	smtr2k072620000_upgrade.tar


New Version Changes

’06.7.26 V2.00.00

(1) S/W changed items

· device-mgmt-agent package

· device-mgmt-agent-ap package

· ds-config-ar531x package

· hostapd package

· ieee80211 package

· kernel package

· net-snmp package

· portal package

· strip1q package

· web-ui-ap-admin package
· web-ui-clustering package
· web-ui-las package
· wep-ui-frame package
· wep-ui-serv package
(2) Resolved Issues
-   Added support for Clustering
· Added support for SNMP SET(using SAMSUNG MIB)

· Performance improvement of WEB UI 
· Modular packaging, extensible WEB UI framework : enable to add or delete the respective WEB UI package of DMAN plug-ins
· Ebtable, strip1q, insert1q added. (kernel net filter modified)

· Support for Untagged VLANs : enable to use both VLAN and No tagged VLAN concurrently.
· Support for Management VLAN : assign specific VLAN ID for access to AP through WEB or telnet. 
· Modified the bridge for WDS interface from br0 to brtrunk when using VLAN :It makes it possible to transmit VLAN traffic through WDS link.
· Modified CLIcmd structure for easy addition of new CLI commands
· Removed the restriction on only 1 person access to WEB UI 
· Support for persistent event logs even after reboot
· Modified antenna diversity – external antenna bug fixed
· Performance improvement of Firmware upgrade
· User management menu is separated from cluster menu
· Added support for Session monitoring

· Added WPA(PSK) on WDS

· Display signal value on Neighboring AP
· Modified the default value of Broadcast/multicast Rate limiting from enable to disable
· Modified Tx power control
· Added support for entering consecutive MAC addresses at once 
· Modified WEB page to display proper messages during Factory reset or Reboot 
· Modified WEB page to display confirm messages after firmware is upgraded
· Fixed SNMP WEB UI bug, which pop up blank window 
(3) NOTICE
· Cluster – Channel Management – Automatically re-assigning channels
1. In this feature, if the first and third ‘Advanced’ options are set to 5% and 1minute, it is liable to reassign and change channel at frequent intervals. If channel is changed, wireless data or voice devices may be disconnected.
2. If you use SMT-R2000 with OfficeServ system, you should set the second ‘Advanced’ option same as the channel entered at MMC 845. If not, voice device may not handover. 

3. When using OfficeServ system, we recommend not to use this feature to avoid disconnection of voice call as channel become changed.

· Manage – Ethernet Settings

After you set the ‘Management VLAN ID’, you should remember this setting because you can access to WEB UI through only Management VLAN ID.
